
Features ESM-20-xx ESM-21-xx ESM-27-xx ESM-28-xx
IP Rating IP54 IP54 IP68 IP67

Earpiece Port 3.5 mm 3.5 mm 3.5 mm 3.5 mm

High / Low Volume Control N/A N/A Yes N/A

Speaker Volume 93±3dB 93±3dB 103±3dB 103±3dB

Operating Temperature -30° C to 70° C -30° C to 70° C -30° C to 70° C -30° C to 70° C

Emergency Button N/A Yes Yes N/A

Cable Diameter 4.5 mm 4.5 mm 5.0 mm
(most models)

5.0 mm
(most models)

Features ESK-1W-xx ESK-1WATD-xx ESK-2WPM-xx

Type
1 wire with in-line 

PTT
1 wire with in-line PTT

2 wire with separate 
cable for PTT

Audio Tube Replaceable Quick disconnect Quick disconnect

Spare Earbud Included Included Included

Cable Length
(connector to audio tube)

111.8 cm / 44.0”
(coiled section relaxed)

111.8 cm / 44.0”
(coiled section relaxed)

104.1 cm / 41.0”
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Features EAK-1WEH-xx EAK-1WDR-xx EAK-1WGR-xx

Type 1 wire with in-line PTT 1 wire with in-line PTT 1 wire with in-line PTT

Earpiece
Flexible ear hook for 

comfort / adjustable for 
best fit

D-ring adjusts for best fit 
/ speaker rotates for best 

cable positioning

Flexible ear hook with 
swivel speaker for com-

fort / best fit

Spare Speaker Cover 3 included N/A N/A

Cable Length
(connector to audio tube)

111.8 cm / 44.0”
(coiled section relaxed)

111.8 cm / 44.0”
(coiled section relaxed)

119.4 cm / 47.0”

Models Connector Type
ESK-LIS25-90 2.5 mm / 90°

ESK-LIS25-S 2.5 mm / straight

ESK-LIS35-90 3.5 mm /  90°

ESK-LIS35-S 3.5 mm / straight
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